
Product Information

Ambience Motorised ZIP Skylight Roller Blind 
offers a robust system ideal for use where ever protection 
from the sun, or total privacy is required to create a blockout 
environment.

The Ambience ZIP Skylight Roller Blind is supplied complete 
with cassette style head boxes top and bottom, and blockout 
ZIP side channels. 

Suitable for both commercial and residential use. Motorised 
240V AC operation with easy integration to home or building 
Automation systems.

Further Information
To find out more information phone Verosol Customer Care 
on 1800 721 404 or visit www.verosol.com.au

Ambience Motorised ZIP Skylight Roller Blind

 Technical Information

Product Code R240.7

Product Name Ambience ZIP Skylight Roller Blind

Operation 240V AC Motorised

Dimensions Width 800mm minimum - 3000mm maximum

Drop 1000mm minimum - 3000mm maximum

Maximum Area 6m2

Roller Tube 60mm 60mm Dia - optimised for fabric weight and width of blind to reduce tube deflection

80mm 80mm Dia - optimised for fabric weight and width of blind to reduce tube deflection

Base Rail Standard Extruded Aluminium | Standard Base Rail | 72mm x 31mm

Colour Custom powder coated to order  [Base Rail End Caps: Black or White Only]

Control Motor 50mm 240V AC Round Head Tubular Motor - Sonesse RTS, RTS, Hi-Pro, Automate FT

Idler Bearing idler with fixed high tensile steel shaft

Colour Black

Brackets Material Concealed bracket within Head Box - Press formed steel, pre-treated mill finish

Turn over for Side Guide and Head Box Details



32m
m

52mm

Ambience Motorised ZIP Skylight Roller Blind

© Copyright 2023 Verosol Australia [ABN 36 006 221 003]                                 Version 1.0  |  Issued October 2023
All specifications and other data are based on information available at the time of publication of this document. Information is subject to product tolerances and/or change without prior notice. 

Side Guides & Headbox
Side Guides Type Side guide channel inclusive of inner rail with zip

Material Extruded Aluminium Alloy [T5 Temper]

Colour Custom powder coated to order

Dimensions 32mm D x 52mm W

Fixing Side Fix or Face Fix  [L-Section used for Face Fix]

Headbox Square 100mm                            120mm

Dimensions* 103mm x 103mm         123mm x 123mm

Material Extruded Aluminium Alloy [T5 Temper]

Maximum 3000mm maximum width

Colour Custom powder coated to order   [Head Box End Caps Available Only | Black, White, Grey]

System Diagrams

Side Guide
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System Minimum & Maximum Sizes | Head Box & Tube Combinations

 BLIND WIDTH  (W)

 72mm  

 52mm   52mm  

 103mm  

 103mm  

 D
RO

P 
(D

) 

 103mm  

 103mm  

 32mm  

(alt. 123mm)

(alt. 123mm)

(alt. 123mm)

(alt. 123mm)

 103mm  

 
103mm

 

86mm
MAXIMUM ROLL DIAMETER

107mm
MAXIMUM ROLL DIAMETER

 
123mm

 

 123mm  

BOX 100

MAXIMUM DROP
Skylight = 3000mm Width  [80mm Tube]

MAXIMUM DROP
Skylight = 2000mm Width  [60mm Tube]

BOX 120

* MOTOR LOCATED IN BOTTOM HEAD BOX
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